
Disaster Response Program 

Draft February 2025 

Non-Field Farm Road Repair 

Definition/Purpose 

Repair or stabilization of existing access roads utilized for agricultural operations, 
including roads to existing crop fields, pastures, barns or forestland incidental to 
agricultural land. 

Policies 

1. The road shall be for agricultural use only.

2. Structural geotextiles shall meet the requirements of “ Construction Specification 95 —
Geotextile” and “Material Specification 592 – Geotextiles”

3. If the land is converted to residential or commercial uses during the maintenance period,
the cost share contract shall be considered out of compliance.

NON-FIELD FARM ROAD REPAIR 

Maintenance Period 10 years 

BMP Units EACH 

Required Effects None 

JAA/NRCS Standard 

ECS - 342 - Critical Area Planting 
ENG - 561 - Heavy Use Area  
ENG - 560 - Access Road 
ENG - 578 - Stream Crossing 

Supporting Practices None 

CS2 Reference Materials 
NC-ACSP-11 Signature Page 

Map with BMP location, fields, and roads. 

Additional Spot-check 
Requirements 

The district shall inspect the site at least every two (2) years 
during the maintenance period. 

ATTACHMENT 13B

https://directives.sc.egov.usda.gov/landingpage/27caf331-70c7-4bbe-accc-63018d0bc154
https://directives.sc.egov.usda.gov/landingpage/27caf331-70c7-4bbe-accc-63018d0bc154
https://directives.nrcs.usda.gov/sites/default/files2/1720527770/Material%20Specification%20592%20-%20Geotextile.pdf



